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 ATTESTATION OF CONFORMITY 

 

Issued to: Ningbo Kangyan Lighting Electric Co., Ltd. 
 Houyu Industry Area, Liangnong, 315430, Yuyao, Zhejiang, China 
For the product: LED street light 
 

Trade name:  
 
Type/Model: Pisces-1 series; Pisces-2 series; Pisces-3 series 
                                    (for details please see annex model list) 
 

Ratings: 200 -240 V~ or 100-240 V~; 50/60 Hz; max 280 W; IP 66; Class II; ta 55C 
 
Manufactured by: Ningbo Kangyan Lighting Electric Co., Ltd. 

Houyu Industry Area, Liangnong, 315430, Yuyao, Zhejiang, China 
 
Requirements: EN IEC 60598-1:2021+AMD11:2022 
 EN 60598-2-3:2003 + A1:2011 
 EN 62493:2015+A1:2022 
  
This Attestation is granted on account of an examination by DEKRA, the results of which are laid down in a 
confidential file no. 6192416.50. 
 
This Attestation implies that the examined types are in accordance with the standards designated under 
the Low Voltage Directive (LVD) 2014/35/EU. 
 
The examination has been carried out on one single specimen or several specimens of the product, 
submitted by the manufacturer. The Attestation does not include an assessment of the manufacturer's 
production. Conformity of this production with the specimen tested by DEKRA is not the responsibility of 
DEKRA. 
 
The CE marking may be affixed on the product if all relevant and effective EC directives are complied with. 
 
Arnhem, 20 June 2024  Number: 6192416.01AOC 
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Annex 

   

Document no. : 6192416.50 
   
   
Annex model list: 

Product name Input voltage 
LEDs (pcs) 

Rated 
wattage 

(W) 

Weight 

(Kg) 

With/without NEMA or 

zhaga socket 

Pisces-1 series 200-240 V~; 

50/60 Hz 

or 

100-240 V~; 

50/60 Hz 

4~24 8~60 3-5 
Without 

With 

Pisces-2 series 8~54 20~150 4-6 
Without 

With 

Pisces-3 series 16~120 40~280 9-12 
Without 

With 

Note:  
For models with driver Xi EP LV 150W 2.0-5.0A 1-10V WL I175, rated voltage range is 100-240V~. 
For models with other drivers, rated voltage range is 220-240V~. 
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