Ref. Certif. No.

NL-115475

IEC SYSTEM FOR MUTUAL RECOGNITION OF TEST CERTIFICATES FOR ELECTRICAL EQUIPMENT

(IECEE) CB SCHEME

CB TEST CERTIFICATE
Product

Name and address of the applicant

Name and address of the manufacturer

Name and address of the factory

When more than one factory

Ratings and principal characteristics

Trademark / Brand (if any)

Customer’s Testing Facility (CTF) Stage
used

Model / Type Ref.
Additional information

A sample of the product was tested and
found to be in conformity with

As shown in the Test Report Ref. No.
which forms part of this Certificate

LED street light

Ningbo Kangyan Lighting Electric Co. Ltd

Houyu Industry Area, Liangnong, 315430 Yuyao, Zhejiang, China

Ningbo Kangyan Lighting Electric Co. Ltd

Houyu Industry Area, Liangnong, 315430 Yuyao, Zhejiang, China

Ningbo Kangyan Lighting Electric Co. Ltd

Houyu Industry Area, Liangnong, 315430 Yuyao, Zhejiang, China

[1 Additional information on page 2

Product data

Ratings: 200 -240 V~; 50/60 Hz; max 280 W; IP 66; Class I; ta 55 °C
(for details please see annex model list in 6216219.50)

‘] LUXiFiC
KANGLIGHT Of ————
KANGLIGHT or LUXIFIC

Pisces-1 series, Pisces-2 series and Pisces-3 series

Additional information on page 2

IEC 60598-1:2020, IEC 60598-2-3:2002 and

IEC 60598-2-3:2002/AMD1:2011

National differences:
EU Group Differences

6216219.50

This CB Test Certificate is issued by the National Certification Body

DEKRA Certification B.V.
Meander 1051

6825 MJ Arnhem
Netherlands

Date: 2025-03-24

My T

Signature: May Liu

D DEKRA
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Additional information

Models see details refer to annex page 1 to 1

This CB Test Certificate is issued by the National Certification Body

DEKRA Certification B.V.
Meander 1051

6825 MJ Arnhem
Netherlands M P D E KRA
Date: 2025-03-24 Signature: May Liu
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ANNEX

D DEKRA
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Product name

Input voltage

LEDs (pcs)

Rated
wattage

(W)

Weight
(Kg)

With/without NEMA
or zhaga socket

Pisces-1 series

Pisces-2 series

Pisces-3 series

200-240 V~;

50/60 Hz

4~36

8~60

3-5

\Without

With NEMA

With ZHAGA

8~72

20~150

\Without

With NEMA

With ZHAGA

16~120

40~280

9-12

\Without

With NEMA

With ZHAGA

Pisces Series

Pisces [| [I[I[]

00

|

Mumber -1,-2-3,

Power(\W) 008,280

Color rendering index FIET
SE0-5

Color termperature(keivin)  3000K-30

U 0o oug it o

4000K-40
5000K.50
Leng 6000K-60
K-kanglight ( KD1-K29)
ar
Lens type 01-09 C100-C999
C-Combination
100-999
Led module type B
Led Quantty 001120
Body Color _. RALOODE-S
RALO007-G
RAL7138-A
RAL9005-B
RAL7037-D
Finish Sand-S
Closs-G
NEMA socket included N
ZHAGA socketinduded  Z

MBEMA socket not ncluded

Surge protection:
kv integrated in driverF
Gkv__10kv integrated driver-G

o

separate builtin 10ke/10KA SPD-H

withoutspd-M
Insulation

Classl-1

DEKRA Certification B.V. Meander 1051, 6825 MJ Arnhem P.O. Box 5185, 6802 ED Arnhem, Netherlands
T +31 88 96 83000 F +31 88 96 83100 Company registration 09085396






